














NOTE: This drawing is for Fire Hydrant Fire Line,
Backflow and Service Connections

When hot tapping is
not possible these methods
can be used

+=— AC / PVC

NOTE: Hot tapping is
required when connecting
a new service branch
from existing main.
ie. Hydrant Run,
Backflow Assembly

Straight or
Transition Coupling

C-900
ﬂ——— MJ Gland

MJ x Fig Tee

Plastic sheating keeps
bolts out of concrete.

RSGV Flg x Flg

Flg x MJ Adapter

S.S. Tapping Sleeves
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3", 4" AND 6" CONNECTIONS
ON EXISTING PIPE
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Side View Front View

—=——— Aluminum Lid
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Ball Valve, 5" x 34", 400 P.S.I.
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Ford B4I-233 or Equal¥"P.J.x Y43"FIP

R S Aluminum Housing
b
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= Fillhousing with Pea Gravelor Sand.
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A Maintain min. 455 mm (18"
4" Concrete e :-. from face of curb to
S face of Aluminum Housing
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NOTE: Water Quality Sampling Station ,
Koraleen Enterprises,
'Station Guard XLT Water Quality Sampling Station'

or approved equal

Drawing No. 415 CITY OF LOMPOC

Utility Department, Water Division

ri

A Added 2’ of concrete around sample station K‘q q/p-]
{
A Added Kordleen ModelName to note on page w Q/D7

l INSTALLATION OF WATER SAMPLING STATION
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I50mm (6") Mushroom Cap
Over and Around

NOTE:

Stricter requirements may be
prescribed by the City of Lompoc
as required to assure that the
ground water supply is protected.

WELL TERMINATION

1\ .80 m 6 Deep min.
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From Water Table to
Not Less than 6.I0 m (20°)
from Top of Casing
to be Sand or Gravel
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Drawing No. 416

CITY OF LOMPOC

Utility Department, Water Division

TYPICAL WELL TERMINATION
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F 305 mm
(12")

LY Existing
IR WA Utility
c . Main

305 mm
(12"
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Wrap anchor bolts with tape.

DIP CL 350
NOTE:

Anchor Blocks shallbe designed by

the project engineer in accordance with
Section 4-Construction of Water Mains,

IV-Construction Methods, H-Thrust Blocks
of the City of Lompoc

Standard Specifications & Details

Megalug 1100 Series
Pipe Restraints

Drawing No. 417 CITY OF LOMPOC

Utility Department, Water Division

Removed C-900 from invert. 1171872002

WATER LINE INVERT

MARK REVISIONS APPR. | DATE ] Resolution No. 5008(02) SHEET 1 OF 1






